
Congratulations on your purchase of the Honda EU3000is 

Generator RV Bumper Mount by Control House 

Mount your Honda EU3000is on your RV rear bumper. This mount fits the generator like a glove! It fas-
tens to your 4" square tube bumper using clamps. You are still able to lock the generator down to the 
mount and use the factory cover for protection while you travel. The generator must be strapped or fas-
tened to the mount whenever your RV is in motion. Failure to do so will cause obvious damage!  

The Honda 3000 watt generator is relatively light, but remember this: The bumper should be checked 
and supported properly to handle the additional weight and the cantilever effect of the generator 
mount! You may need a qualified welding shop to assist you in making sure that your bumper is able 
to support this added weight safely! 

We recommend using SafetyStruts from Mount-n-Lock to provide additional support. These can be found 
at http://mount-n-lock.com/mnl-cargo-products/4square-safetystruts-prevent-bumper-failure. 

Your mount comes mostly pre-assembled, however there are a couple things you must care for so we 
include these simple instructions. 

1. Remove the mount from the shipping box. The mount was sent assembled,  except for the clamps and bolts that secure it 
to your bumper.  

2. After you have inspected and secured your bumper as noted above, have someone assist you to hold the mount, while 
you drop the 7” bolts through the holes in the main support arms of the mount.  

3. Slide the clamp onto the 7” bolts that now protrude beneath you bumper. See 
picture. 

4. Install a lock washer and a nut on each bolt, carefully tightening the bolts to equal-
ize pressure on the bumper. Torque the nuts to a minimum of 15 lb-ft. 

5. After installing the mount and checking that it is securely mounted to the RV bumper, place the generator in the mount. 
The mount came pre-adjusted for the width of the generator. The width of the mount is adjustable by loosening the bolts 
on the 90 degree brackets holding the rear mounting plate now located on top of the bumper. The and the length is not 
adjustable. The rubber vibration feet on the bottom of the generator will rest on the main support arms.  

6. Securely fasten your generator while traveling using straps (you must supply). You may find less vibration is felt in the RV 
when the straps are removed allowing the vibration to be dampened by the generators rubber feet. 

We are constantly adding products that you may be interested in. Please visit our website http://controlhouse.biz. 

Need a wireless remote for that generator? The Honda EU3000is 

remote control is now available. See it at our website! 

INSTRUCTIONS 


